
Technical Specifications

SunWize® Power & Battery 
Power Online Control Panels www.sunwizepower.com

Control Panels for Power Online Systems

SunWize Power & Battery PO Control Panels are prewired aluminum 
panels for Power Online systems. They have all of the necessary 
switchgear to hook up a battery charger, battery bank, LVD and load. 
The rating of the control panel determines the maximum sized bat-
tery charger it will support
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Model POCP45 POCP60 POCP100 POCP150 POCP300 POCP600

 Rating 45W 60W 100W 150W 300W 600W

 Voltage 12/24V 12/24/48V 12/24/48V 12/24/48V 12/24/48V 12/24V

2 x 10A 150VDC 2 x 10A 120/240VAC 2 x 10A 150VDC 2 x 10A 150VDC 2 x 10A 150VDC 3 x 20A 120/240VAC
 Breakers 1 x 10A 2 pole 1 x 2A 150VDC 1 x 4A 150VDC 1 x 10A 120/240VAC 1 x 40A 120/240VAC

120/240VAC 1 x 20A 125VDC

 Dimensions 15" x 7.5" 15" x 7.5" 15" x 7.5" 15" x 7.5" 24" x 16" 24" x 16"

 Weight 4 lbs 6 lbs 5.8 lbs 7.9 lbs 8.4 lbs 8.4 lbs

FEATURES:
• Pre-drilled aluminum backplate
• Breakers for the battery and load
• Terminal blocks for connecting loads and
    AC input

POCP60 with a MDR-60-24 power supply and a 10A 
SunSaver

POCP300 with a 240 watt NRG charger and a 
SunSaver LVD

The control panel consists of a backplate, load terminals, AC input terminals and breakers for the battery and load. 
All backplates are made from aluminum and have predrilled holes to fit a variety of components. All breakers are 
sized for the intended rating of the battery charger.

For custom panels contact us Charge Controllers not included

Headquarters
30893 Ehlen Dr Sw

Albany, OR 97321
(866) 827-6527

SHOP NOW

http://www.facebook.com/sunwizepower
https://twitter.com/sunwize?lang=en
https://www.linkedin.com/company/sunwize-power-&-battery/
https://www.youtube.com/channel/UC6OUhaSJ8GpIsXxVNocf-sQ
https://www.sunwize.com/application-item/backup-power-systems/

